
C O L L E Z I O N E  T E C N I C A  -  D U E T T E  E L A N  F U L LT O N E   P L I S S È  2 5 M M

Duette Elan Fulltone  plissè 25mm               

TP/3773/01 TP/3773/02 TP/3773/03 TP/3773/04 TP/3773/05 TP/3773/06



C O L L E Z I O N E  T E C N I C A  -  D U E T T E  E L A N  F U L LT O N E   P L I S S È  2 5 M M

Ref.
cm mm g/m2 INT

¶

TP/3773/01 450 0,18 210 100% PL Low 
Transparent

CRADLE TO 
CRADLE 6/7 No No 9 49 42 9 51 0,41 96 0,30

TP/3773/02 450 0,18 210 100% PL Low 
Transparent

CRADLE TO 
CRADLE 6/7 No No 5 50 46 4 55 0,41 99 0,30

TP/3773/03 450 0,18 210 100% PL Low 
Transparent

CRADLE TO 
CRADLE 6/7 No No 4 44 52 4 47 0,42 99 0,30

TP/3773/04 450 0,18 210 100% PL Low 
Transparent

CRADLE TO 
CRADLE 6/7 No No 3 28 69 2 29 0,48 99 0,30

TP/3773/05 450 0,18 210 100% PL Low 
Transparent

CRADLE TO 
CRADLE 6/7 No No 6 47 47 5 48 0,42 98 0,30

TP/3773/06 450 0,18 210 100% PL Low 
Transparent

CRADLE TO 
CRADLE 6/7 No No 1 8 91 1 7 0,54 99 0,30

All coefficients have a possible tolerance of +/- 5%
Attention: colour shades may vary slightly from one dye lot to another
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MAINTENANCE DO NOT USE WATER: INTERVENE USING DRY METHODS FOR REMOVING DUST DEPOSITS.


