
C O L L E Z I O N E  T E C N I C A  -  D U E T T E  F I X È  B L O  F . R .   P L I S S È  2 5 M M

Duette Fixè BLO F.R.  plissè 25mm               

TP/3770/03 TP/3770/05 TP/3770/06 TP/3770/07



C O L L E Z I O N E  T E C N I C A  -  D U E T T E  F I X È  B L O  F . R .   P L I S S È  2 5 M M

Ref.
cm mm g/m2 INT

¶

TP/3770/03 225 0,15 300 100% PL Classe1 (I), B1 (D), IMO Blackout No 6/7 No No 0 72 28 77 0,33 100 0,20

TP/3770/05 225 0,15 300 100% PL Classe1 (I), B1 (D), IMO Blackout No 6/7 No No 0 72 28 77 0,33 100 0,20

TP/3770/06 225 0,15 300 100% PL Classe1 (I), B1 (D), IMO Blackout No 6/7 No No 0 72 28 77 0,33 100 0,20

TP/3770/07 225 0,15 300 100% PL Classe1 (I), B1 (D), IMO Blackout No 6/7 No No 0 72 28 77 0,33 100 0,20

All coefficients have a possible tolerance of +/- 5%
Attention: colour shades may vary slightly from one dye lot to another
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MAINTENANCE DO NOT USE WATER: INTERVENE USING DRY METHODS FOR REMOVING DUST DEPOSITS.


